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4/5G Omnidirectioneel

De 4/5G Omnidirectioneel is een ultrabreedband, hoogwaardige, omnidirectionele antenne
die de hedendaagse 4G/LTE en toekomstige 5G-frequenties dekt met een uitstekende
gebalanceerde versterking over alle frequenties. Dankzij de ultrabreedbandprestaties van de
antenne kan deze werken van 617 tot 3800 MHz, met een piekversterking van 9 dBi. De
antenne is toekomstbestendig omdat hij de opkomende 617 tot 698 MHz-band dekt, evenals
3400 tot 3800 MHz die zal worden gebruikt voor toekomstige 5G-toepassingen. De antenne
wordt geleverd met een N-type female aansluitconnector.

¢ Geleverd met een kunststof verloop voor duimse pijp

Electrical Specifications

Frequency bands:

Gain (max):

VSWR:

Feed power handling:
Input impedance:
Polarisation:

DC short:

Product Box Contents

Antenna:

Mounting bracket:

Ordering Information

Commercial name:
Order product code:

EAN number:

Mechanical Specifications

Product dimensions

Packaged dimensions: 700 mm x 25 mm x 90 min

Radome material: ABS [Halogen Free)

Radome colour: Panfone - Co ray [

Mounting Type: Wall and pole mol

Environmental Specifications, Certification & Approvals

Wind Survival:
Temperature Range (Operating):
Environmental Conditions:

Water ingress protection ratio/standard:

Salt Spray: MIL-STD 810G/ASTM 8117

Operating Relative Humidity:

Storage Humidity:

Storage Temperalure:

Enclosure Flammability Rating: JL-94-HB

Impact resistance:

Product Safety & Complies with CE and RoHS
Environmental:



