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ZERTIFIKAT & CERTIFICATE

©)

EU-Type Examination Certificate Product Service

Equipment or Protective Systems Intended for Use in
Potentially Explosive Atmospheres — Directive 2014/34/EU
EU-Type Examination Certificate Number:

TPS 19 ATEX 092627 0015 X Rev. 00
Equipment or Protective System: Explosion-Proof Bullet Network Camera

Type DS-2XE6025G0 series

Manufacturer: Hangzhou Hikvision Digital Technology Co., Ltd.
Address: No.555 Qianmo Road, Binjiang District, Hangzhou 310052, China

This equipment or protective system and any acceptable variation thereto are specified in
the schedule to this certificate and the documents therein referred to.

TUV SUD Product Service GmbH, Notified Body no. 0123, in accordance with Article 17 of
Directive 2014/34/EU of the European Parliament and of the Council, dated 26 February
2014, certifies that this product has been found to comply with the Essential Health and
Safety Requirements relating to the design and construction of products intended for use
in potentially explosive atmospheres given in Annex Il to the Directive.

The examination and test results are recorded in the confidential reports with no.
70.520.18.178.01

Compliance with the Essential Health and Safety Requirements has been assured by
compliance with:

EN 60079-0:2012+A11:2013, EN 60079-1:2014, EN 60079-28:2015, EN 60079-31:2014
If the sign "X" is placed after the certificate number, it indicates that the equipment or

protective system is subject to special conditions for safe use specified in the schedule to
this certificate.

This EU-Type Examination Certificate relates only to the design and construction of the
specified product. Further requirements of the Directive apply to the manufacturing process
and supply of this product. These are not covered by this certificate.

The marking of the product shall include the following:
@ Il 2G Ex db op is IIC T6 Gb,

Il 2D Ex op is th [IIC T80°C Db

Certification Office Of Explosion Protection Miinchen, 25.04.2019

Ing. Kristof De Gersem, MSc.
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ZERTIFIKAT & CERTIFICATE ¢

(13)

(14)

(15)

Schedule

EU-Type Examination Certificate no.

Product Service

TPS 19 ATEX 092627 0015 X Rev. 00

Certificate History

Revision: | Description: Report no.: Issue Date:

Rev. 00 First issue. 70.520.18.178.01 | 25.04.2019

Description of equipment:

The DS series Explosion-Proof Bullet Network Camera are used in explosive
atmospheres.

The camera consists of an enclosure, which are made of aluminum alloy. these models
are same in construction, with same power supplies, DC24V or applied specified POE
interchanger, only differ in expanded function.

The Explosion-Proof Bullet Network Camera are in protection types “db”; “op is”; “tb”, EPL
level Gb/Db. They are intended to be installed at Gas Explosive atmospheres classified as
Zone 1; Zone 2, and Dust Explosive atmospheres classified as Zone 21; Zone 22.

See the user instructions for further details.

Model designation:

1: Hikvision front-end product
2: For specialized application
3: Application type:
E:Stainless Steel Explosion Proof
4: Professional
5: Sharp:
0: Mini Bullet Camera
6: Max. Resolution(MP):
2:2.0 MP
4. 4.0 MP

7: Stands for hardware performance, Large number means better performance.
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EU-Type Examination Certificate no.

TPS 19 ATEX 092627 0015 X Rev. 00

8: Product Version

9: Extended function:

IR

S: Audio I/O, Alarm 1/O, RS-485
M: M12 Aviation Plug and Wago Power Interface

Model difference:

o)

Product Service

Same power supplies, DC24V and POE interchanger, same construction, only differ in

expanded function.

Model

Electronic
parameter

Differences (extended functions)

DS-
2XE6025G0-I

DS-
2XE6025G0-IS

DS-
2XE6025G0-IM

2XE6045G0-1S

DS-
2XE6045G0-IM

Resolution: 2 megapixel;
IR Power Supply Interface: 5.5 mm coaxial power

plug

DC24V,7.5W

Resolution: 2 megapixel,
IR; Support Audio In/Audio Out; Alarm In/Alarm Out;
Power Supply Interface: $5.5 mm coaxial power

plug

or
PoE(802.3af)

Resolution: 2 megapixel,
IR Power Supply Interface: two-core WAGO
connector

Resolution: 4 megapixel,

DS- . .
OXE6045G0-] gl?ul;ower Supply Interface: ®5.5 mm coaxial power
Resolution: 4 megapixel,
DS- IR; Support Audio In/Audio Out; Alarm In/Alarm Out;

Power Supply Interface: 5.5 mm coaxial power
plug

Resolution: 4 megapixel,
IR Power Supply Interface: two-core WAGO
connector

Technical data:

Rated voltage

DC24V or specified POE interchanger

Rated current

<1000mA

Ambient temperature

-30°C<Tas+60°C

Degree of protection by enclosure IP68 (tested according to EN/IEC 60529)
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Lo (13) Schedule
e (14) EU-Type Examination Certificate no. _
= Product Service
- = TPS 19 ATEX 092627 0015 X Rev. 00
LLl
| @ Warning label:
L 2 WARNING - DO NOT OPEN WHEN ENERGIZED
| O
Q2 Installation instruction:
<
(&) See installation instructions provided by the manufacturer and part of this certification.
t See also (17) Special conditions for safe use.
i =
' - (16) Test report(s): 70.520.18.178.01
LLd
(&) Routine tests:
] & Not applicable.
| Document List:
=L
2z File no.: Description: Pages: | Rev: Date:
> D-03-06-03-49 Drawing cover 2 V1.0 | 2019-04-12
G Explosion-Proof Mobile
o~ d-01-34-06-0251 Camera 2-Gland Nut(Ex) 1 V1.0 | 2018-11-20
Explosion-Proof Bullet 2-
=8 D-01-35-18-3721 Plastic Protective Jacket 1 V1.0 | 2016-06-03
LLl (Ex>
| & Explosion-Proof Mobile
d-02-06-03-49-02 1 V1.0 | 2018-11-23
& Camera 2-Cables
d-01-32-06-4542 | Explosion-Proof Mobile
ﬂ}HﬂI Camera 2-Glass Plate Pinch 1 Ll et
: d-01-34-06-0252 | Explosion-Proof Mobile
Camera 2-Glass Rubber 1 V1.0 | 2018-11-20
Washer Pressure Ring
d-01-35-06-5673 | Explosion-Proof Mobile
Camera 2-Glass Cushion 1 V1.0 | 2018-11-23
0 Rubber
w d-01-36-06-5429 | Explosion-Proof Mobile
- Camera 2-Front 1 V1.0 | 2018-11-27
et Cover(Black)(Ex)
(&) d-01-37-06-4741 SG-D70-8(Ex) 1 V1.0 | 2018-11-23
A d-02-06-03-49-01 | Explosion-Proof Mobile
f— Camera 2-Front Cover 1 V1.0 | 2018-11-27
- Module (Ex)
B= d-01-32-06-4541 Explosion-Proof Mobile
L Camera 2-Sun Shield 1 V1.0 | 2018-11-23
o (Silver)(Ex)
4
| ==
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(13) Schedule @

(14) EU-Type Examination Certificate no. _
Product Service

TPS 19 ATEX 092627 0015 X Rev. 00

File no.: Description: Pages: | Rev: Date:
Explosion-Proof Mobile
d-01-32-06-4545 Camera 2-Bottom 1 V1.0 | 2018-11-23

Base(Silver)(Ex)

Explosion-Proof Mobile
Camera 2- Nameplate

D-01-34-06-0254 1 V1.0 | 2019-04-19

Explosion-Proof Mobile
Camera 2-O-Ring (Ex)

Explosion-Proof Mobile
d-01-35-06-5675 Camera 2-Bottom Base 1 V1.0 | 2018-11-23
Cushion Rubber(Ex)

Explosion-Proof Mobile
d-01-36-06-5428 Camera 2-Back 1 V1.0 | 2018-11-27
Cover(Silver)(Ex)

Explosion-Proof Mobile

d-01-35-06-5674 1 V1.0 | 2018-11-23

d-03-06-03-49 Camera 2 General Assembly 1 V1.0 | 2019-04-19
Drawing

UD12125B Instruction manual 30 V1.0 | 2019-04-19

HIK-2019-04 EU DoC(draft) 2 V1.0 | 2019-04-12

A copy of the full documentation is kept confidentially at TUV SUD files.

17) Special conditions for safe use:

1. Ambient Temperature: -30°C to +60°C.

2. DO NOT OPEN WHEN ENERGIZED.
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Both the internal and external grounding shall be connected during installation by the
end-user.
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The cable is sealed in the equipment and cannot be replaced by the end-user.

(18)  Essential health and safety requirements:

Assured by compliance with standards set out in (9).
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